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ALL STATEMENTS HEREIN ARE EXPRESSIONS OF OPINION WHICH WE BELIEVE TO BE ACCURATE AND RELIABLE BUT ARE 
PRESENTED WITHOUT GUARANTEE OR RESPONSIBILITY ON OUR PART.  ANYONE INTENDING TO USE RECOMMENDATIONS 
CONTAINED IN THIS PUBLICATION CONCERNING EQUIPMENT, PROCESSING TECHNIQUES OR PRODUCTS SHOULD FIRST SATISFY 
HIMSELF THAT THE RECOMMENDATIONS ARE SUITABLE FOR HIS USE AND MEET ALL APPROPRIATE SAFETY AND HEALTH 
STANDARDS. 
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STYLE NO:  ASM1000 

NOMINAL WIDTH:  36" MAX 

NOMINAL DENSITY:  9.5 LBS/FT³ 

NOMINAL THICKNESS:  1.0" (+/- 15%) 

TEMPERATURE RESISTANCE:  1800˚F 

CONTENT:  94% SILICA (MIN) 

STANDARD PUT UP:  99 FT²/ROLL 

ROLL LENGTH:  33 FT 

 

OTHER:  MATERIAL SHOULD BE TESTED FOR ITS SUITABILITY IN ANY APPLICATION.  USERS SHOULD 
ALSO FAMILIARIZE THEMSELVES WITH THE MSDS BEFORE HANDLING. 

 


